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1
METHOD AND APPARATUS FOR
CONNECTING WIRELESS NETWORK IN A
DIGITAL DEVICE

CROSS-REFERENCE TO RELATED
APPLICATION(S) AND CLAIM OF PRIORITY

The present application is related to and claims the benefit
under 35 U.S.C. §119(a) to a Korean patent application filed
in the Korean Intellectual Property Office on Nov. 3, 2010,
and assigned Serial No. 10-2010-0108505, the entire disclo-
sure of which is hereby incorporated by reference.

TECHNICAL FIELD

The present disclosure relates generally to a method and an
apparatus for automatically connecting a wireless Local Area
Network (LAN) between digital devices and for executing an
application program based on the wireless LAN. More par-
ticularly, the present disclosure relates to an apparatus and a
method for generating device information indicating
attributes in a digital device and obtaining attributes of a
peripheral device by analyzing device information of the
peripheral device.

BACKGROUND

Based on the advance of wireless technology, research is
being conducted to support wireless Local Area Network
(LAN) connection in a digital device such as a notebook
computer and Personal Digital Assistant (PDA). For example,
Institute of FElectrical and Electronics Engineers (IEEE)
802.11, Wi-Fi Alliance (WFA) Wi-Fi Protected Setup (WPS),
and WFA Wi-Fi direct standards are working on a wireless
LAN communication scheme of a digital device. A conven-
tional wireless LAN communication method can be divided
into an infrastructure mode where a digital device operating
as a station communicates by connecting to a digital device
acting as an access point, and an ad hoc mode where a plu-
rality of digital devices acting as the stations are directly
connected.

The IEEE 802.11 standard supports both of the infrastruc-
ture mode and the ad hoc mode. In the infrastructure mode
and the ad hoc mode of the IEEE 802.11 standard, when one
digital device sets a Service Set [Dentifier (SSID), security
key, and Internet Protocol (IP) address allocation scheme, the
other digital device inputs the security key by searching the
SSID and sets an IP address according to the set IP address
allocation scheme. Thus, the digital devices are connected
over the wireless LAN.

The WFA WPS standard supports the infrastructure mode,
and the WFA Wi-Fi direct standard supports the ad hoc mode.
Herein, in the infrastructure mode of the WFA WPS standard
and the ad hoc mode of the WFA Wi-Fi direct standard, when
a Push Button Configuration (PBC) button is clicked in digital
devices to connect or a Personal Identification Number (PIN)
is generated in one digital device, the other digital device
inputs the PIN, thus achieving the wireless LAN connection.

In the conventional wireless LAN connection method as
discussed above, for the wireless LAN connection, a user
needs to directly set and input the necessary information for
the wireless LAN connection the SSID, the security key, the
1P address, and the PIN) in the digital device. However, prior
knowledge about the wireless LAN is often required to
directly set and input the necessary information for the wire-
less LAN connection, and accordingly it is difficult for many
users to adopt this method.
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To address this drawback, a technique (described in Korean
Patent Application Serial No. 10-2010-0075504 to Samsung
Electronics) for automatically exchanging the random PIN
when two wireless LAN devices approach and connecting
using the WPS PIN when the PIN exchange is successful is
suggested to automatically connect the wireless LAN upon
approaching the device to the intended device to connect.

However, as such a technique cannot acquire detailed
information about the nearby device, the user cannot search
for his/her intended peripheral device alone.

SUMMARY

To address the above-discussed deficiencies of the prior art,
it is an aspect of the present disclosure to provide an apparatus
and a method for generating device information of a digital
device in the digital device.

Another aspect of the present disclosure is to provide an
apparatus and a method for acquiring attributes of a periph-
eral device by receiving device information in a digital
device.

Another aspect of the present disclosure is to provide an
apparatus and a method for changing configuration of a
peripheral device using device information in a digital device.

Yet another aspect of the present disclosure is to provide a
method and an apparatus for transmitting device information
using a management frame for wireless LAN connection in a
digital device.

In accordance with an aspect of the present disclosure, an
apparatus for connecting a wireless network in a digital
device is provided. The apparatus includes a device informa-
tion generation part configured to generate device informa-
tion including information about attributes by analyzing the
attributes of the digital device. The apparatus also includes a
device recognition part configured, when receiving device
information of a peripheral device, to obtain attribute infor-
mation ofa device corresponding to the received device infor-
mation. The apparatus further includes a controller config-
ured to control to transmit the device information generated
by the device information generation part to the peripheral
device.

In accordance with another aspect of the present disclo-
sure, a method for connecting a wireless network in a digital
device is provided. The method includes generating device
information including information about attributes by analyz-
ing the attributes of the digital device, and transmitting the
device information to a peripheral device. The method also
includes, when receiving device information of the peripheral
device, obtaining attribute information of a device corre-
sponding to the received device information.

Before undertaking the DETAILED DESCRIPTION
below, it may be advantageous to set forth definitions of
certain words and phrases used throughout this patent docu-
ment: the terms “include” and “comprise,” as well as deriva-
tives thereof, mean inclusion without limitation; the term
“or,” is inclusive, meaning and/or; the phrases “associated
with” and “associated therewith,” as well as derivatives
thereof, may mean to include, be included within, intercon-
nect with, contain, be contained within, connect to or with,
couple to or with, be communicable with, cooperate with,
interleave, juxtapose, be proximate to, be bound to or with,
have, have a property of, or the like. Definitions for certain
words and phrases are provided throughout this patent docu-
ment, those of ordinary skill in the art should understand that
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in many, if not most instances, such definitions apply to prior,
as well as future uses of such defined words and phrases.

BRIEF DESCRIPTION OF THE DRAWINGS

The above and other aspects, features, and advantages of
certain exemplary embodiments of the present disclosure will
be more apparent from the following description taken in
conjunction with the accompanying drawings, in which:

FIG. 1 illustrates a block diagram of a digital device for
generating device information and acquiring attributes of a
peripheral device using the device information according to
an embodiment of the present disclosure;

FIG. 2 illustrates a diagram of a management frame includ-
ing the device information in the digital device according to
an embodiment of the present disclosure;

FIG. 3 illustrates a diagram of the device information gen-
erated in the digital device according to an embodiment of the
present disclosure;

FIG. 4 illustrates a flowchart of a method for generating the
device information in the digital device according to an
embodiment of the present disclosure;

FIG. 5 illustrates a flowchart of a method for analyzing and
processing the device information in the digital device
according to an embodiment of the present disclosure;

FIG. 6 is a flowchart of a method for changing a threshold
used to recognize the peripheral device in the digital device
according to an embodiment of the present disclosure;

FIG. 7 illustrates a flowchart of a method for prioritizing
the peripheral device in the digital device according to an
embodiment of the present disclosure;

FIG. 8 illustrates a flowchart of a method for prioritizing
the peripheral device in the digital device according to
another embodiment of the present disclosure;

FIG. 9 illustrates a diagram of the prioritization of the
peripheral device in the digital device according to another
embodiment of the present disclosure; and

FIG. 10 illustrates a flowchart of a method for changing the
threshold used to recognize the peripheral device in the digital
device according to an embodiment of the present disclosure.

Throughout the drawings, like reference numerals will be
understood to refer to like parts, components and structures.

DETAILED DESCRIPTION

FIGS. 1 through 10, discussed below, and the various
embodiments used to describe the principles of the present
disclosure in this patent document are by way of illustration
only and should not be construed in any way to limit the scope
of the disclosure.

Exemplary embodiments of the present disclosure provide
an apparatus and a method for generating device information
indicating attributes of a digital device and obtaining
attributes of a peripheral device using the device information
in the digital device.

FIG. 1 illustrates a block diagram of a digital device for
generating device information and acquiring attributes of a
peripheral device using the device information according to
an embodiment of the present disclosure.

Referring to FIG. 1, the digital device includes a controller
100, a wireless Local Area Network (LAN) module 110, and
a user interface 120. The controller 100 includes a device
information generation part 102, a device recognition part
104, a threshold setting part 106, and a prioritization part 108.

The controller 100 controls and processes operations of the
digital device, and generates information associated with the
wireless LAN connection, information associated with
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executing an application program, and a management frame
including various information associated with the wireless
LAN connection, which are disclosed in Korean Patent
Application Serial No. 10-2010-0075504, the contents of
which are hereby incorporated by reference.

In addition, the controller 100 including the device infor-
mation generation part 102, the device recognition part 104,
the threshold setting part 106, and the prioritization part 108,
controls and processes to generate device information of the
digital device.

In more detail, the controller 100 generates the device
information of the digital device. When receiving device
information from a peripheral device, the controller 100 pro-
cesses to analyze attribute information of the peripheral
device. The controller 100 includes the generated device
information to the management frame including a beacon
frame, a probe request frame, and a probe response frame, and
sends the management frame to the peripheral digital device.
The management frames can be constructed as shown in FIG.
2.

The device information generation part 102 analyzes the
attribute information such as type, year of production, device
model of the digital device, and generates the device infor-
mation including the analyzed information.

When receiving the device information from the peripheral
device, the device recognition part 104 analyzes and stores
the attribute information of the peripheral device in the
received information, and recognizes nearby digital devices
using the analyzed attribute information.

The threshold setting part 106 changes a threshold used to
recognize the nearby digital device using the attribute infor-
mation analyzed by the device recognition part 104. The
threshold is changed to address inaccurate determination
according to the characteristics of the peripheral device when
the controller 100 detects a receive signal over the threshold
and determines that the counterpart digital device is in prox-
imity. For example, when a peripheral device that includes an
external antenna is weaker than a peripheral device that
includes an embedded antenna in a transmit signal strength
and the same threshold is applied to the two peripheral
devices, it is infeasible to determine the proximity of the
peripheral device that includes the embedded antenna. Thus,
the threshold for the peripheral device that includes the
embedded antenna is changed. The threshold change for
determining the proximity of the peripheral device shall be
explained in FIG. 10.

The prioritization part 108 changes priority of devices
communicating with the digital device to provide a differen-
tiated service to each peripheral device. For example, when
communicating with the peripheral devices using voice ser-
vice, video service, and best effort service, the prioritization
part 108 prioritizes the peripheral device using the voice
service of high priority by use of the device information and
thus regulates a Contention Window (CW) and an Arbitration
InterFrame Space (AIFS).

Alternatively, the prioritization part 108 can prioritize the
peripheral device communicating with a plurality of devices
by determining the number of the communicating devices per
peripheral device using the device information.

For example, when a TV connected to the digital device is
connected with a camera and a notebook and the peripheral
devices are not connected with any device, the prioritization
part 108 increases the priority of the TV to provide the smooth
Internet service to the devices connected to the TV.

The wireless LAN module 110 processes signals transmit-
ted and received over a wireless LAN network under control
of the controller 100. The wireless LAN module 110 transits
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to an active or inactive state under the control of the controller
100. The wireless LAN module 100 transmits the device
information configured by the controller 100 to the counter-
part digital device.

The uvser interface 120 includes an input part including at
least one function key and a display part for displaying infor-
mation generated in the operation of the digital device. The
input part includes a keypad or a touch sensor, and provides
data corresponding to user input to the controller 100. That is,
the input part provides the controller 100 with data corre-
sponding to the key pressed by the user or coordinates of a
location corresponding to the user’s touch. The display part
displays various state information, numbers, characters, still
images, and videos generating in the operations of the digital
device under the control of the controller 100.

FIG. 2 is a diagram of a management frame that includes
device information in the digital device according to an
embodiment of the present disclosure.

As shown in FIG. 2, the management frame includes an
element ID field 200, a length field 202, an Organizationally
Unique Identifier (OUI) field 204, an OUI type field 206, and
a device attributes field 208. The device attributes field 208
can contain a plurality of attribute information, and the
attribute information includes an attribute ID field 210, a
length field 212, and an attribute body field 214.

The element 1D field 200 uses a value (e.g., ‘0xDD’)
defined by the standard for arbitrary use of providers. The
length field 202 indicates the length of subsequent informa-
tion, the OUI field 204 indicates an ID of'the provider, and the
OUI type field 206 indicates version information for the cor-
responding provider. Notably, the OUI field 204 can be
expressed with four (4) bytes and the OUI type field 206 can
be omitted according to the design. The device attributes field
208 contains the attribute information of the digital device.

The device information in the device attributes 208 field is
described in detail by referring to FIG. 3.

FIG. 3 depicts the device information generated in the
digital device according to an embodiment of the present
disclosure.

Referring to FIG. 3, the device information is contained in
the device attributes field 208 of the management frame as
stated above, and includes an attribute ID field 300, a length
field 302, and an attribute body 316. The attribute body 316
includes a device type field 304, a reference distance field
306, a reference signal strength field 308, the number of
connected devices 310, a year of production 312, and device
model information 314.

The attribute ID field 300 informs that the information in
the device attributes field 208 of the management frame is the
device information, and uses a value (e.g., ‘0x03”) defined for
arbitrary use of the providers. The length field 302 indicates
the length of subsequent information. The device type field
304 of the attribute body 316 indicates the type of the digital
device corresponding to the device information using a pre-
allocated unique value. The device type field 304 can indicate
a TV using a value ‘0x00” and a mobile communication
terminal using a value ‘0x01°.

The reference distance field 306 indicates a reference dis-
tance for determining the proximity of the peripheral device,
and the reference signal strength field 308 indicates an aver-
age receive signal strength measured at the reference dis-
tance. The reference distance field 306 and the reference
signal strength field 308 are used to determine whether the
peripheral device approaches, which shall be explained in
FIG. 10.

The number of the connected devices 310 indicates the
number of the connected devices or the number of devices in
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the current data exchange when the digital device functions as
an Access Point (AP). When the corresponding device is a
peripheral device connected to the AP, the number of the
connected devices field 310 has the value ‘0°. The year of
production 312 indicates information relating to the produc-
tion date of the digital device, and the device model informa-
tion 314 indicates a model name or a model number of the
digital device corresponding to the device information.

The device information including such information is
delivered by the device attributes field 208 of the management
frame to the peripheral device.

FIG. 4 is a flowchart of a method for generating the device
information in the digital device according to an embodiment
of the present disclosure.

Referring to FIG. 4, the digital device analyzes the device
attributes in block 401. Herein, the digital device analyzes its
attributes as described above. The attributes of the digital
device indicate basic information of the device and informa-
tion of the current communication state of the device, and
include the device type, the number of the connected devices,
the year of production, and the device model information.

In block 403, the digital device generates the device infor-
mation including the attributes analyzed in block 401. As
explained in FIGS. 2 and 3, the device information including
the attribute ID 300, the length 302, and the attribute body 312
is contained in the device attributes 208 of the management
frame.

In block 405, the digital device activates the wireless LAN
module according to a user manipulation. That is, the user of
the digital device can examine the active state of the wireless
LAN module, and activate the wireless LAN module when
the wireless LAN module is inactive.

In block 407, the digital device transmits the device infor-
mation generated in block 403 to the peripheral device. The
digital device can transmit the device information by includ-
ing it to the management frame including the beacon frame,
the probe request frame, and the probe response frame.

Next, the digital device finishes this process.

FIG. 5 is a flowchart of a method for analyzing and pro-
cessing the device information in the digital device according
to an embodiment of the present disclosure.

Referring to FIG. 5, the digital device determines whether
the device information including the attribute information of
the digital device is received from the peripheral device in
block 501.

To receive the device information, when the application
program based on the wireless LAN initiates according to a
user manipulation, the digital device examines the active state
ofthe wireless LAN module. When the wireless LAN module
is inactive, the digital device activates the wireless LAN
module, Next, when receiving the probe response frame for
the probe request frame or the management frame such as
beacon frame from the peripheral device, the digital device
determines whether the device information of the attribute
information of the peripheral device is contained in the device
attributes field. In so doing, when the beacon frame contains
the element ID 200 of the value ‘OxDD’, the digital device can
determine that the beacon frame includes the device attribute
information.

When not receiving the device information in block 501,
the digital device repeats block 501.

Upon receiving the device information in block 501, the
digital device analyzes the device information and acquires
the information of the device type, the number of the con-
nected devices, the year of production, and the device model
by analyzing the attribute information of the digital device
sending the device information in block 503, and processes to
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store the attribute information of block 503 in block 505.
Using the attribute ID in the attribute information, the digital
device can distinguish the attribute information correspond-
ing to the respective devices.

In block 507, the digital device determines whether the
user requests information of a particular device. Herein, the
information request of the particular device requests informa-
tion of particular devices corresponding to any one item of the
attribute information.

When there is no information request of the particular
device in block 507, the digital device repeats block 507.

Upon detecting the information request of the particular
device in block 507, the digital device obtains the attribute
information corresponding to the user’s request by determin-
ing the pre-stored attribute information per device in block
509.

In block 511, the digital device outputs the device corre-
sponding to the attribute information according to the user’s
request.

For example, when receiving the device information from
the peripheral devices, the digital device obtains the type of
the peripheral devices, the year of production, the device
model name, and the number of the devices currently com-
municating with the device by analyzing the device informa-
tion, and then stores the corresponding information.

When the user requests information of a Samsung Elec-
tronics product, the digital device, which can obtain the type,
the year of production, and the device model name of the
peripheral device, classifies only Samsung Electronics prod-
ucts (e.g., camera, notebook, TV, and the like) among the
peripheral devices and provides them to the user. Also,
according to the user’s request, the digital device can classify
only a product manufactured in a specific year and a product
corresponding to a specific model name, and provide them to
the user. Further, the digital device can provide a function
supported by the particular device to the user.

Next, the digital device finishes this process.

FIG. 6 is a flowchart of a method for changing the threshold
used to recognize the peripheral device in the digital device
according to an embodiment of the present disclosure.

Referring to FIG. 6, the digital device changes the thresh-
old used to determine whether another digital device is in
proximity. When detecting the receive signal over the thresh-
old, the threshold is changed to address inaccurate determi-
nation according to the characteristics of the peripheral
device when the digital device determines that the counterpart
digital device is in proximity. For example, when a peripheral
device that includes an external antenna is weaker in transmit
signal strength than a peripheral device that includes an
embedded antenna and the same threshold is applied to the
two peripheral devices, it may be difficult or impossible to
determine the proximity of the peripheral device that includes
the embedded antenna. Accordingly, the threshold for the
peripheral device that includes the embedded antenna is
changed.

To change the threshold, the digital device obtains the
attribute information by analyzing the device information
received from the peripheral device, and then processes to
store the obtained attribute information in block 601. This
block is explained earlier in FIG. 5 and not further described
here.

After searching for the peripheral device in block 603, the
digital device determines the attribute information for the
searched peripheral device in block 605.

In block 607, the digital device determines whether the
peripheral device for the threshold change is searched. The
digital device determines whether there is a device having a
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weak transmit signal strength, such as a device that includes
the embedded device, in proximity.

When not detecting the peripheral device for the threshold
change in block 607, the digital device repeats block 603.

Upon detecting the peripheral device for the threshold
change in block 607, the digital device processes to decrease
or increase the threshold for the peripheral device in block
609.

Next, the digital device finishes this process.

FIG. 71is a flowchart of a method for prioritizing the periph-
eral device in the digital device according to an embodiment
of the present disclosure.

Referring to FIG. 7, the digital device changes the priority
of'the plurality of the devices communicating with the digital
device to provide a differentiated service to each peripheral
device. For example, when communicating with the periph-
eral devices using the voice service, the video service, and the
best effort service, the prioritization part prioritizes the
peripheral device using the voice service of high priority
based on the device information, regulates the CW and the
AITFS, and thus provides the smooth service for the particular
device.

To do so, after obtaining the attribute information by ana-
lyzing the device information received from the peripheral
device, the digital device processes to store the obtained
attribute information in block 701, which is explained earlier
in FIG. 5 and thus shall not be further described.

After searching for the connected peripheral device in
block 703, the digital device determines the type of the ser-
vice used by the peripheral device in step 705.

In step 707, the digital device determines the device of the
high priority service. In step 709, the digital device prioritizes
the peripheral device by arranging the devices in a descending
order of priority using the result of step 707 so as to provide
the smooth service of the prioritized peripheral device.

Next, the digital device finishes this process.

FIG. 8is a flowchart of a method for prioritizing the periph-
eral device in the digital device according to another embodi-
ment of the present disclosure.

Referring to FIG. 8, the digital device can prioritize the
peripheral device communicating with the plurality of the
devices by determining the number of the communicating
devices per peripheral device using the device information.
For example, when the TV connected to the digital device is
connected with the camera and the notebook and the periph-
eral devices are not connected with other devices, the digital
device increases the priority of the TV so that the devices
connected to the TV can offer smooth Internet service.

After obtaining the attribute information by analyzing the
device information received from the peripheral device, the
digital device processes to store the obtained attribute infor-
mation in step 801, which has been described in FIG. 5 and
thus shall not be further explained.

The digital device searches for the connected peripheral
device in step 803, and then obtains the information of the
peripheral device communicating with the peripheral device
in block 805. That is, in block 805, the digital device deter-
mines whether its connected peripheral device is connected
with another peripheral device.

Next, the digital device determines the device connected to
the plurality of the peripheral devices among its connected
peripheral devices in block 807, and then prioritizes the deter-
mined peripheral device so that the devices connected to the
prioritized peripheral device can provide smooth service in
block 809.

Next, the digital device finishes this process.
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FIG. 9 depicts the prioritization of the peripheral device in
the digital device according to another embodiment of the
present disclosure.

Referring to FIG. 9, the digital device functions as the AP
900, and is connected with a mobile communication terminal
902, a notebook 904, a camera 906, and a device 908 corre-
sponding to the TV. The TV 908 is connected to another
notebook 910 and a camera 912.

The digital device 900 can determine the services used by
the devices 902-912 by receiving the device information from
the devices 902-912.

That is, the digital device 900 can confirm that the portable
terminal 902 uses the voice service, the notebooks 904, 910
use the video service, the cameras 906, 912 use an image
transfer service, and the TV 908 uses the wireless Internet
service.

The digital device 900 gives the priority to the portable
terminal 902 using the high priority service to thus offer
smooth voice service.

In addition, the digital device 900 can obtain the number of
the devices connected to each device by receiving the device
information from the devices.

In detail, the digital device 900 can confirm that the por-
table terminal 902, the notebook 904, and the camera 906 are
not connected with other devices, and that the TV 908 is
connected with another notebook 910 and the camera 912.

The digital device 900 can provide an environment for
smooth services of the TV 908, another notebook 910, and the
camera 912 by prioritizing the TV 908 connected to the
multiple devices.

FIG. 10 is a flowchart of a method for changing the thresh-
old used to recognize the peripheral device in the digital
device according to an embodiment of the present disclosure.

Referring to FIG. 10 and block 609 in FIG. 6, the digital
device determines the reference signal strength in the
attribute information of the peripheral device in block 1001
and then determines the actual receive signal strength of the
peripheral device in block 1003. In block 1001, an average
receive signal strength measured at the reference distance is
determined to determine the proximity of the peripheral
device.

In block 1005, the digital device determines to allow the
connection to the peripheral device.

Block 1005 corresponds to a situation when the actual
receive signal strength of the peripheral device is greater than
the reference signal strength or when the actual receive signal
strength is greater than a minimum receive signal strength
allowing the connection to the peripheral device.

Upon a determination to allow the connection to the
peripheral device in block 1005, the digital device allows the
connection to the peripheral device in block 1007.

Upon a determination to not allow the connection to the
peripheral device in block 1005, the digital device moves to a
location for the proximity connection of the peripheral device
in block 1009.

In so doing, the digital device moves close to the peripheral
device by sending to the user a message requesting to move to
its reference distance or the reference distance of the periph-
eral device.

For instance, the digital device determines the reference
distance Dt and the reference signal strength Pt in the attribute
information of the peripheral device, and stores Dt and Pt.
Next, the digital device measures the actual receive signal
strength Pr for the peripheral device, and stores Pr.

The digital device defines the reference distance and the
reference signal strength of'its attribute information as Ds and
Ps, defines the minimum receive signal strength allowing the
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proximity connection as Pc, and then performs the proximity
connection according to the following determination.

When the actual receive signal strength can recognize the
proximity of the peripheral device ((Pr>=Pt)||(Pr>=Pc)), the
digital device allows the proximity connection to the periph-
eral device. When the actual receive signal strength cannot
recognize the proximity of the peripheral device, the digital
device shows a message instructing to move close to the
proximity connection target to the user of the digital device
and does not perform the proximity connection. The digital
device allows the proximity connection to the peripheral
device when the actual receive signal strength Pr of the
peripheral device is greater than the reference signal strength
Pt of the peripheral device or when the actual receive signal
strength Pr of the peripheral device is greater than the mini-
mum receive signal strength Pc allowing the proximity con-
nection ((Pr>=Pt)||(Pr>=Pc)). The digital device can permit
the proximity connection to the peripheral device when the
actual receive signal strength Pr of the peripheral device is
greater than the reference signal strength Pt of the peripheral
device and the actual receive signal strength Pr of the periph-
eral device is greater than the minimum receive signal
strength Pc allowing the proximity connection ((Pr>=Pt) &&
(Pr>=Pc)).

Next, the digital device finishes this process.

As set forth above, the attributes of the peripheral device
are acquired by analyzing the device information of the
peripheral device. The present method includes generating
and sending to the peripheral device the device information
including the attribute information by analyzing the
attributes, and obtaining the attribute information of the
device corresponding to the received device information
when the device information of the peripheral device is
received. Thus, it is possible to classity a particular peripheral
device according to the user’s request and to prioritize the
particular peripheral device.

While the disclosure has been shown and described with
reference to certain exemplary embodiments thereof, it will
be understood by those skilled in the art that various changes
in form and details may be made therein without departing
from the spirit and scope of the disclosure as defined by the
appended claims and their equivalents.

What is claimed is:

1. An apparatus in a digital device to connect to a wireless

network, comprising:
a communication unit configured to receive device infor-
mation from at least one peripheral device, wherein the
device information comprises information about
attributes of each of the at least one peripheral devices;
and
a controller configured to:
generate digital device information associated with the
digital device and control a transmission of the gen-
erated digital device information to the at least one
peripheral device,

connect to the at least one peripheral device based on a
signal strength determined by analyzing the received
device information, and

adjust a threshold used to determine a proximity of the
peripheral device using the received device informa-
tion,

wherein the generated digital device information is used to
determine information about attributes of the digital
device by the at least one peripheral device.

2. The apparatus of claim 1, wherein the controller is con-

figured to transmit the digital device information to the at
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least one peripheral device by adding the digital device infor-
mation to a management frame.

3. The apparatus of claim 2, wherein the management
frame comprises at least one of a beacon frame, a probe
request frame, and a probe response frame, and

the digital device information comprises at least one of a

device type, a reference distance, a reference signal
strength, the number of connected devices, a year of
production, and device model information.

4. The apparatus of claim 1, wherein a device recognition
part is configured to obtain attribute information ofthe device
and then store the obtained attribute information, and

wherein the controller, after detecting an information

request for a particular device, is configured to provide
information for the request using pre-stored attribute
information.

5. The apparatus of claim 1, wherein the controller is con-
figured to change a quality of service for the connected
peripheral device using the analyzed device information for
offering smooth service.

6. The apparatus of claim 5, wherein the controller is con-
figured to:

determine a reference signal strength of the attribute infor-

mation of the peripheral device and an actual receive
signal strength of the peripheral device;

allow the connection to the peripheral device after the

connection to the peripheral device is allowed; and
request to move closer to the peripheral device when the
connection to the peripheral device is not allowed.

7. The apparatus of claim 6, wherein, when the actual
receive signal strength of the peripheral device is smaller than
the reference signal strength or when the actual receive signal
strength is smaller than a minimum receive signal strength for
allowing the connection to the peripheral device, the control-
ler is configured to confirm that a proximity connection to the
peripheral device is not allowed.

8. The apparatus of claim 6, wherein the controller is con-
figured to request to move closer to the peripheral device by
sending to a user, a message requesting to move to the refer-
ence distance of the digital device or to the reference distance
of the at least one peripheral device.

9. The apparatus of claim 1, wherein the controller is con-
figured to connect to the at least one peripheral device by
prioritizing a peripheral device according to a priority of a
service provided by the peripheral device using analyzed
device information.

10. The apparatus of claim 9, wherein the controller is
configured to connect to the at least one peripheral device by
prioritizing the peripheral device according to the number of
devices connected to the peripheral device using the analyzed
device information.

11. The apparatus of claim 1, wherein the controller is
configured to filter a list of peripheral devices available for
connection based on a user input selection.

12. A method used by a digital device to connect to a
wireless network, comprising:

receiving device information from at least one peripheral

device, wherein the device information comprises infor-
mation about attributes of each ofthe at least one periph-
eral device;

generating digital device information associated with the

digital device;

transmitting the generated digital device information to the

peripheral device;

connecting to the at least one peripheral device basedon a 65

signal strength determined by analyzing the received
device information; and

12

adjusting a threshold used to determine a proximity of the
peripheral device using the received device information,
wherein the generated digital device information is used to
determine information about attributes of the digital

5 device by the peripheral device.

13. The method of claim 12, wherein transmitting the digi-
tal device information to the peripheral device comprises:

adding the digital device information to a management

frame.

14. The method of claim 13, wherein the management
frame comprises at least one of a beacon frame, a probe
request frame, and a probe response frame, and

wherein the device information comprises at least one of a

device type, a reference distance, a reference signal
strength, the number of connected devices, a year of
production, and device model information.

15. The method of claim 12, further comprising:

after obtaining attribute information of the device, storing

the obtained attribute information; and

after detecting an information request for a particular

device, providing information for the request using pre-
stored attribute information.

16. The method of claim 12, further comprising:

changing a quality of service for the connected peripheral

device using the analyzed device information for smooth
service.

17. The method of claim 12, wherein connecting to the at
least one peripheral device comprises:

prioritizing a peripheral device according to a priority of a

service provided by the peripheral device using the ana-
lyzed device information.

18. The method of claim 17, wherein connecting to the at
least one peripheral device comprises:

prioritizing the peripheral device according to a number of

devices connected to the peripheral device using the
analyzed device information.

19. The method of claim 12, wherein connecting to the at
least one peripheral device comprises:

determining a reference signal strength of the attribute

information of the at least one peripheral device and an
actual receive signal strength of the at least one periph-
eral device, and determining whether the connection to
the at least one peripheral device is allowed;

when the connection to the at least one peripheral device is

allowed, allowing the connection to the at least one
peripheral device; and

when the connection to the at least one peripheral device is

not allowed, requesting to move closer to the at least one
peripheral device.

20. The method of claim 19, wherein the connection to the
at least one peripheral device is not allowed when the actual
receive signal strength of the at least one peripheral device is
smaller than the reference signal strength or when the actual
receive signal strength is smaller than a minimum receive
signal strength to allow the connection to the at least one
peripheral device.

21. The method of claim 19, wherein requesting to move
closer to the at least one peripheral device comprises sending,
to a user, a message requesting to move to the reference
distance of the digital device or to the reference distance of the
at least one peripheral device.

22. The method of claim 12, wherein the controller is
configured to filter a list of peripheral devices available for
connection based on a user input selection.
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